


High Light Output
In spite of their compact size, these projectors feature  high light
output, ensuring that projected images are always clear, bright and
easy to view, regardless of the lighting conditions.

With Mitsubishi, 
You Can Enjoy High-Quality 
Images Anywhere, Anytime

XL1U

With the XL1U and SL1U, you'll always have control over how
your presentation looks — no matter where you are. 
With 1100 ANSI Lumens of brightness in the XL1U and 1000
ANSI Lumens in the SL1U, digital zoom, convenient USB
mouse terminal, and high-resolution images, these powerful,
ultra-portable projectors include everything you need to deliver
a persuasive, high-impact presentation anytime, anywhere. 

Natural Colour MatrixTM

Mitsubishi's “Natural Colour MatrixTM” enables the
XL1U and SL1U to produce vivid colours that
precisely match their real-life counterparts, as well
as giving you the ability to precisely
adjust colour saturation and control
colour tones. Like a CRT monitor, new
“Natural Colour MatrixTM” gives you
exactly the colours you want.

IRIS® (Intelligent Room Illumination Sensor)
Room illumination can have a
significant effect on the quality and
accuracy of colour reproduction
on-screen. The brighter the room,
the brighter the screen, and the
duller the colour. The XL1U and
SL1U built-in IRIS® automatically
detects light volume and colour
density, automatically adjusting
mid-range colour tones as required
for optimal colour reproduction
under any lighting conditions. 

Dual Mode
Lamp

Normal lamp mode delivers
high brightness and quiet
operation. Economy mode
allows the projector to
operate more economically,
providing longer lamp life
and whisper-quiet operation
at just 34dB.

Component
Video

The RGB input will accept
component video signals
from the latest DVD players
so that the best possible
picture quality is delivered to
the screen.

Without Natural Colour With Natural Colour

Without IRIS® With IRIS®

A change in
external light
makes the
room brighter

Strong external
light fades the
image

Automatically adjusts
contrast for a more
vivid picture.

Non-sRGB

sRGB

Digital-Expanded Zoom
Explain and show details of your presentation more clearly with
Mitsubishi’s Point-’n-Zoom feature. Variable digital enlargement
allows a section of an image to be magnified.

Digital Keystone Correction
A must for portable projectors, Digital Keystone Correction ensures
accurate, undistorted projection images even when you are unable
to set up the projector at the ideal angle. You’ll be able to project
at an angle up to 15˚ without
worrying about trapezoid image
distortion or zigzagging.

Actual
Object

Computer-Precise Colour 
Reproduction With sRGB
Developed to ensure standard, uniform colour reproduction
regardless of the type of display used, sRGB colour profile
technology uses colour coordinates common to all display
technologies. As a result, it eliminates the hue variations that
occur between different display systems and accurately
matches the way colours look in real life.

SL1U

sRGB mode
1000 ANSI Lumens
Natural Colour MatrixTM

IRIS® (Intelligent Room Illumination Sensor)
Digital Keystone Correction
Digital-Expanded Zoom
600:1 Contrast Ratio

XL1U SL1U
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